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RS PRO 5800 LED IP 66

HF-sensor-switched LED linear luminaires. 
And all follow suit.
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Defies the elements. 
For intelligent lighting control in damp spaces. 
Presenting the RS PRO 5800 LED series, STEINEL provides state-of-the-art waterproof LED-
diffuser luminaires with swarm intelligence. Developed on the basis of a DALI bus, swarm 
technology lets  light 'move along' with you. These luminaires couldn't be easier to install. You can make all settings  
by remote control for ultimate convenience. The Remote Group Setting function (group 
parameterisa-tion) provides the capability of relaying all settings on to the other lights. Any basic 
light level can be selected and is automatically synchronised among the lights. Protected against 
strong jets of water and impact-resistant, they are ready for any lighting application.



IP 66

IK 07

mode

soft light 
start

basic 
brightness

networkable 
via cable

functional 
warranty

30 years
(Ш 4.5 h/day)

high frequency 
sensor 360°

2 - 8 m

4000 K
cool-white

max. 3.5 m

4000 lm
111.1 lm/W
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STEINEL

RS PRO 5800 LED

Dynamic lighting intelligence.
And waterproof too.
The innovative LED sensor-switched indoor linear luminaire from STEINEL 
provides dynamic lighting, top functionality and maximum efficiency in damp 
spaces. 
Details: 36 W for 4000 lumens of light, 360° high-frequency sensor, optional  
10 % – 50 % basic light level, integrated DALI interconnection capability, swarm  
function for dynamic light, RGS – Remote Group Setting function (group parameter-
isation), lighting groups, including synchronisable basic light level, switches OFF 
in relation to daylight, adjustment by optional RC 10 remote control, also as slave 
version

EAN RS PRO 5800 LED. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4007841 007652 

EAN RS PRO 5800 LED Slave . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4007841 007669 

Dimensions (W x H x D) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1278 x 105 x 105 

mm Power supply . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 220-240 V, 50 / 

60 Hz Material . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . impact-resistant 

plastic, IK 07 Accessories

EAN remote control RC10 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4007841 007645

This luminaire contains
built-in LED lamps.

The lamp cannot be changed
in the luminaire.
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IP 66

IK 07

mode

soft light 
start

basic 
brightness

networkable 
via cable

functional 
warranty

30 years
(Ш 4.5 h/day)

high frequency 
sensor 360°

2 - 8 m

4000 K
cool-white

5000 lm
113.6 lm/W

max. 3.5 m
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STEINEL

RS PRO 5850 LED

Dynamic lighting intelligence.
And waterproof too.
Same perfection. Even more luminous power. In the 44 W version too, this linear 
luminaire from the RS PRO range offers advanced technologies and Germany's 
best development expertise by the metre. 

Details: 44 W for 5000 lumens of light, 360° high-frequency sensor, optional  
10 % – 50 % basic light level, integrated DALI interconnection capability, swarm  
function for dynamic light, RGS – Remote Group Setting function (group parameter-
isation), lighting groups, including synchronisable basic light level, switches OFF in 
relation to daylight, adjustment by optional RC 10 remote control, also as slave version

EAN RS PRO 5850 LED����������������������������������������������������������������������������������������� 4007841 007676

EAN RS PRO 5850 LED Slave�������������������������������������������������������������������������������4007841 007683

Dimensions (W x H x D)�������������������������������������������������������������������������������������� 1583 x 105 x 105 mm	

Power supply��������������������������������������������������������������������������������������������������� 220-240 V, 50 / 60 Hz

Material ��������������������������������������������������������������������������������������������� impact-resistant plastic, IK 07

Accessories

EAN remote control RC10�������������������������������������������������������������������������������������4007841 007645

This luminaire contains
built-in LED lamps.

The lamp cannot be changed
in the luminaire.
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г. Москва, ул. 1812 года, д. 12 тел. +7 (495) 741 46 60 
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